V-800+ Firmware Updating Guide for the WNRO

The following steps take Windows10 as an example.
1. Connect V-800+ to your computer.

2. View the COM port of the V-800+ (COM6 shown).

> I3 Network adapters
> @ Portable Devices
v @@ Ports (COM & LPT)
@ LOCOSYS Technology GPS Receiver (COM7)|
> ™ Print queues
> [ Processors
> [ Software devices
> Q Sound, video and game controllers
> S Storage controllers
>
> 9

System devices
Universal Serial Bus controllers

3. Run "FW_WNRO?" Select the COM Port and click "Run Update”.
After about ten seconds, the progress bar below turns green to indicate the end of the first
part of updating.

FW_WNRO.exe

# Flash memory update for GPS X

 Update Information
20190517_3329

~ Communication Select

COM Port: |COM6 vl
Baud Rate: |115200 vl 1

| Run Update | 2 l Exit

Running Time | 9.2 sec / Finished




4. Run”J-Nav GPS Analyzer”.

J-Nav GPS Analyzer.exe

(1) Select the COM PORT where the device is located, click "OpenPort", and then click the
icon in the upper right corner.

&) )-Nav GPS Analyzer 2.3.0.7
File(®) View(V) Windows(W)

EK@IESE

-~ PortSetting ——|




(2) Click “Read Information”. All parameter settings must be consistent as shown in
Box 2.
Click "Select" .and finally click "Execute".

CommandSetting X

| Read Information “ 1 Write Infomation |

~User Define Message

v cr I
IQ’SRFIOQ,M'EA?'S%O,LEJ 4800,GGA1,GLLO,GSA1,GSV1,RMC1,VTG: M LF

lspsaFuo, 1,10,10,2,1,1,0,0,0,10,21*3a

— < FLASH Write >
—$PSRF201, $PSRF109
2 ComA———————— Product Select ComB

Protocol |mEA v[ (% Standard Protocol |0ther v|
BaudRate |38400 'l " MT3339 BaudRate ILED vl

NMEA

(GGAII ~lowo v|esafr ~lesv (1 v|rMc[1 v|vTG[1 ~|user[1s v|
3 SdectCanceII

~ $PSRF202, $PSRF 110

ISPSRFIIO, 1,10,10,2,1,1,0,0,0,10,21 Select |

LED indicator LED indicator control

P NotFixinterval [1000ms ~| Fixinterval  [1000ms | ‘
(1s,5:5,0n) J —J—
1 . . . . . . . . . 1 1 . . . . k0 . ' . . 1

(% Userdefine | NotFixLEDOn [1000ms v| FxLEDOn [200ms | I

~PPS

Option | Disable PPS ~|  PpsPusetigh) [ims |




(3) All parameter settings must be consistent as shown in Box 1.
Click "Select" and finally click "Execute”.

CommandSetting X

Read Information | Write Infomation |

~User Define Message

v cr |
ISPSRF].OQ,MEABS“OO,LE) 4800,GGA1,GLLO,GSA1,GSV1,RMC1,VTG: ¥ Execute

IsPsarno, 1,10,10,2,1,1,0,0,0,10,21*3a 3

< FLASH Write >
—$PSRF201, $PSRF109
ComA——————— ~Product Select ComB

Protocol IMVEA vl % Standard Protocol Iother vI
BaudRate [38400 ~| ¢ MT3339 BaudRate [LeD -

~NMEA
GeA[1 v|alLfo v|GsA[1 vlesv |1 v|RMC[1 ~|vTG[1 ~|user|[1s v|

~ $PSRF202, $PSRF110
|sPsaF11o,1,10,10,2,1,1,0,0,0,10,21 Select IZ
1 LED indicator LED indicator control

e NotFixinterval [1000ms | Fixinterval  [1000ms +

e | —

@ Userdefine | NotFixLEDOn [1000ms ~v| FixLEDOn  [200ms vll
~PPS

Option | Disable PPS ~| PPSPhM(Hd\)Ims vl

(4) Click“Factory”and then click “Execute”.
— Fix Time ——

I 00:19

—Message Sel—
(¢ Factory

" Cold

" Warm

" Hot

Execute

5. Unplug V-800+ to complete the firmware updating.



